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1.0  PURPOSE





The purpose of this document is to provide instructions on obtaining and installing the latest Rainbow Sentinel driver on Microsoft Windows computers.





2.0  SCOPE





This document discusses how to obtain the latest Rainbow Sentinel Driver, install the driver, and test that the hardware lock is recognized by Ashtech Solutions, AOSS, and GEOGENIUS 2000





3.0  REQUIREMENTS





3.1  HARDWARE REQUIREMENTS





A)	Personal Computer, with WIN 95, WIN 98, WIN NT, WIN2000, WIN ME, or Windows XP (and the latest patches for each system)





B)	Internet connection





C)	Hardware lock for Ashtech Solutions, AOSS, or GEOGENIUS


	


3.2  SOFTWARE REQUIREMENTS





A)	Ashtech Solutions v 2.4 or higher. AOSS 1.6 or higher. GEOGENIUS 2000 (Thales Navigation does not support other versions of GEOGENIUS)


B)	WINZIP self-extractor (which can be obtained at http://www.winzip.com/winzip/download.htm





	4.0 	SENTINEL DRIVER UPGRADE PROCEDURE


		





4.1 Go to the web site





http://www.rainbow.com/tech/downloads.html





Click on the link that says





Click Here for Current Sentinel System Drivers (5.39.2)








Download the latest Rainbow Sentinel driver, (which is as of December 17, 2001):





RainbowSSD5.39.2.zip (3.36 mb zipped)





Download this zip file to any directory except the /Windows directory or its subdirectories





Left double click the zip file in (4.3) above. Unzip the files to any convenient directory except the /Windows directory or its sub-directories.





4.5 Remove all hardware locks from the computer parallel port





4.6 In Windows explorer, left double click on the file





RainbowSSD5.39.2.exe





And follow all on-screen instructions. This will start up the Rainbow Sentinel Installation Program, and install the Rainbow Sentinel Driver on your Windows computer.





At this point, in some cases, the Rainbow Sentinel Installation software asks you to manually un-install an older sentinel driver with Windows Add/Remove programs. If it does, EXIT the Rainbow Sentinel Installation program. Then, remove the older Rainbow Sentinel Driver with Windows Add/Remove programs:





A	In the Windows Start menu: Start Settings Control Panel


B	Left double click ADD/REMOVE programs.


C	Highlight the Rainbow Sentinel Driver, and click Change and Remove.


D	Continue with the Rainbow Sentinel Driver installation in Windows explorer by left double clicking on the file


RainbowSSD5.39.2.exe





5.0 	HARDWARE LOCK RECOGNITION TEST PROCEDURE





5.1 Attach the AOSS, GEOGENIUS 2000, or Solutions hardware lock to the computer parallel port. Make sure the hardware lock is the first one on the computer parallel port (i.e. directly attached)





    5.2 Execute the AOSS, GEOGENIUS 2000, or Solutions software program





5.3 In AOSS, or GEOGENIUS 2000, make sure the word “DEMO” does NOT appear at the bottom 


      of the opening screen.


In Ashtech Solutions, try to process some dual-frequency data, and make sure the error message


“hardware lock not detected, single frequency processing only will be performed” does NOT appear.





5.4 If either of the 2 error messages in (5.3) appear, re-boot the computer, and see if the error 


      messages still occur. If they do, contact Thales Navigation Technical Support





1-800-229-2400





support@ThalesNavigation.com





For questions on GEOGENIUS versions other than GEOGENIUS 2000, contact support@terrasat.de
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